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2.1

FUEL AND OW. SUPPLY

INTRODUCTION

This AIC sets forth a means that would be acceptable to Department of Civil Aviation (DCA)
Malaysia for the approval of fuel policy to be reflected in the Operation Manual, on minimum fuel to
be carried on board by aircraft involved in public transport. It explains in detail on the fuel pre flight
preparation and management required when conducting flights. This.is in accordance with the
Maiaysian Civil Aviation Regulation 1896 (MCAR), reguiation 55 (c) and regulation 47, 9* Schedule
Part A (e). Adherence to this circular will also ensure conformity with ICAO Annex 6 Part 1, para
4.3.6 requirements regarding fuel and oil supply. ’

It is important, therefore, that operators and crew should take a realistic view of the amount of fuel
required, to satisfy the minimum fuel before departure and overhead a destination. The very least,
fuel on board or remaining should be as follows :

Fuel Remaining Overhead Destination

a) make an approach to land and ;

b) carry out a missed approach and ;

c) fly to an alternate aerodrome, carry out the subsequent approach and landing and ;

d) hold at the alternate aerodrome for 30 minutes if the aeroplane is powered by turbo jet

engmes or 45 minutes if driven by propellers.

2.2 Fue! Onboard before Departure

2.2.1 Allaeroplanes. Aflightshall notbe commenced unless, taking into account both the meteorological

conditions and any delays that are expected in flight, the aeroplane carries sufficient fuel and oil to
ensure that it can safely complete the flight. In addition, a reserve shall be carried to provide for
contingencies. |






