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KUALA LUMPUR FLIGHT INFORMATION REGION
UPGRADING OF MALACCA AIRPORT

EXTENSION OF RUNWAY AND CONTROL ZONE, REVISION
OF OVERHEAD HOLDING AND INSTRUMENT APPROACH

PROCEDURES, VISUAL AND NON-VISUAL AIDS.

1. INTRODUCTION

1.1 The extension of Malacca airport’s runway length to 2135M and related facilities are
expected to be completed and opened for operational use on 15 January 2010.

1.2 The Malacca control zone is extended to accommodate the introduction of new airspace
infrastructures and procedures.

1.3 The purpose of this AIP Supplement is to notify the aviation industry of the extended runway
and associated landing aids and aerodrome data, holding areas and revised instrument
approach procedures in connection with the extended runway. 

1.4 The information provided in this AIP Supplement is presented in similar ICAO format
applicable for the Aeronautical Information Publication.

2. VISUAL AND NON-VISUAL AIDS

2.1 A new precision approach lighting system of 578M length  for Runway 03 and  a   simple
approach lighting for Runway 21 are provided with PAPI for both runways on the left side. 

2.2 A new ILS with Glide Path and Localizer for precision approach to Runway 03 are provided.

3. MOVEMENT AREAS AND AERODROME DATA

3.1 The movement areas that will be available when the extended runway is opened for
operations  are indicated in Aerodrome Chart Appendix B. 
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3.2 The full runway length of 2135M will be available for landing and take-off operations on
Runway 03 / 21.  A turn pad is provided at the end of  Runway 03. All new data and
information pertaining to the extended runway and facilities are listed in Appendix A-1
to Appendix A-4.

3.3 Aerodrome chart, runway / taxiways markings and Aeronautical Ground Lighting
charts are shown in Appendix B, Appendix C and Appendix D  respectively.      

3.4 Type A Chart (Operating Limitations) is shown in Appendix G.

4. REVISION OF CONTROL ZONE , DANGER AREAS, PROCEDURES AND CHARTS

4.1 REVISED CONTROL ZONE, DANGER AREA WMD 222, HOLDING AREAS

4.1.1 The existing control zone is extended to accommodate revised holding areas,
instrument approach procedures, and Danger Area as shown in chart in Appendix E.
Details of new Control Zone / Danger Area WMD 222 coordinates, lateral and vertical
limits are tabulated in AD 2.17 and ENR 5.1-16 in Appendix A-4 

4.2 REVISED INSTRUMENT APPROACH CHARTS

4.2.1 Revised instrument approach charts for Runway 03 and Runway 21 are shown in
Appendix F-1  to  F-7  respectively.

4.2.2 The following charts pertaining to Malacca Airport in AIP Malaysia are superseded and
withdrawn :

                                          AD 2-81 
AD 2-83

AIP Supplement 02/2009 Dated 29 January 2009
Charts : VOR/DME RWY 03;  NDB/DME RWY 03
Charts : VOR/DME RWY 21 (Cat A, B);  VOR/DME  RWY 21(Cat C)        

5. IMPLEMENTATION

5.1 This AIP Supplement and relevant Charts will become effective on 15  January 2010
when the extended movement areas and related facilities are commissioned for
operations. A trigger NOTAM will be issued notifying the effective date of
implementation of facilities.

6. CANCELLATION

6.1 This AIP Supplement will remain current until the information is published in AIP
Malaysia.

 DATO’ AZHARUDDIN ABDUL RAHMAN
        Director General
Department of Civil Aviation
              Malaysia



AIP MALAYSIA 

DEPARTMENT OF CIVIL AVIATION MALAYSIA

APPENDIX A - 1

WMKM AD 2.1     AERODROME LOCATION INDICATOR AND NAME

WMKM - MALACCA

WMKM AD 2.2    AERODROME GEOGRAPHICAL AND ADMINISTRATIVE DATA

1 ARP coordinates and site at AD LAT 021547N 1021509E 
2 Direction and distance from city Dist 7 KM North-East of Malacca Town
3 Elevation / Reference temperature 40 FT (12.25 M) / 31.6° C
4 Geoid Undulation (ARP) -0.258 M

5 MAG VAR / Annual change 05 min 17 sec West (2010)
6 AD Administration, address, telephone, telefax, telex, AFS Operator:

ATC Services : 

Malaysia Airports Sdn. Berhad.
Malacca Airport
75350 Malacca
Malacca.
Tel:    06 - 3175860
Fax :  06 - 3172514

Department of Civil Aviation Malaysia
Malacca Airport
75350 Malacca
Malacca.
Tel :   06 - 3174895, 06 - 3174759
Fax:   Office : 06 - 3174484
          Tower : 06 - 3171026
AFTN : WMKMZTZX

7 Types of traffic permitted (IFR/VFR) IFR / VFR
8 Remarks Nil
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AIP MALAYSIA

DEPARTMENT OF CIVIL AVIATION MALAYSIA

APPENDIX A - 2

WMKM AD 2.10     AERODROME OBSTACLE

IN APCH / TKOF AREAS IN CIRCLING AREA AND AT AD
1 2 3

RWY / AREA
Affected

TYPE ELEV
Markings / LGT

Coordinates TYPE ELEV
Markings / LGT

Coordinates

a b c a b

03 APCH
21 TKOF

21 APCH
03 TKOF

Nil

Nil

-

-

WDI-lighted
12.4 M/41 FT 

WDI-lighted
18.0 M ( 59 FT) 

GP antenna 
20.08M (65.88FT)

021535.67N  
1021454.63E
304M from Threshold 03 
83M from Rwy CL left 
side.

021606.90N  
1021518.76E
304M from displaced 
Threshold 21 83M from 
Rwy CL left side.

021536.41N
1021454.18E

WMKM AD 2.12        RUNWAY PHYSICAL CHARACTERISTICS

Designation
RWY NR

TRUE and
MAG BRG

Dimensions of
RWY (M)

Strength (PCN)
Surface of RWY

and SWY

THR 
Coordinates

THR elevation and
highest elevation of TDZ 
of precision APP RWY

1 2 3 4 5 6

03 030.07°T
030.10°M 2135 X 45 PCN: 47/F/D/X/T

Asphalt
021525.39N
1021451.92E

THR elevation 5.50 M 
(18.04 FT)

Elev TDZ : 5.02 M (16.48 FT)

21 210.07°T
210.10°M 2135 X 45 PCN: 47/F/D/X/T

Asphalt
021626.13N
1021527.32E

THR elevation: 12.25 M
(40.19 FT)

Slope of 
SWY - RWY

SWY Dimensions
(M)

CWY Dimensions
(M)

Strips Dimensions
(M) OFZ Remarks

7 8 9 10 11 12

0.316 % Nil 60 X 180 2255 X 300 Nil                       Nil
 

0.316 % Nil 60 X 180 2255 X 300 Nil                       Nil
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AIP MALAYSIA 

DEPARTMENT OF CIVIL AVIATION MALAYSIA

APPENDIX A - 3

WMKM AD 2.13             DECLARED DISTANCES

RWY
Designator

TORA 
(M)

TODA
(M)

ASDA 
(M)

LDA 
(M)

Remarks

1 2 3 4 5 6

03 2135 2195 2135 2135 RESA - 90 X 90 M

21 2135 2195 2135 2135 RESA - 90 X 90 M

WMKM AD 2.14           APPROACH AND RUNWAY LIGHTING

RWY
Designator

APCH
Lgt

THR
Lgt

VASIS
(MEHT)

PAPI

TDZ
Lgt

RWY
Centre
Line Lgt

RWY
Edge
Lgt

RWY
End Lgt
WBAR

SWY
Lgt

Remarks

1 2 3 4 5 6 7 8 9 10

03
Precision 
approach 

Cat. 1
Green PAPI

Slope 3°
Nil Nil White/

Yellow
Red Nil

Approach Lights 
length: 578 M. 

PAPI on left side

21
Simple 

Approacah Green
PAPI

Slope 3°
Nil Nil White/

Yellow
Red Nil Approach Lights 

length: 360 M. 
PAPI on left side

WMKM AD 2.17                 ATS AIRSPACE

1 Designation and lateral limits Malacca CTR
Commencing from 023734.30N 1021345.64E, clockwise along an 
arc of a circle 22 NM radius centered on VMK DVOR/DME 
021529.00N 1021445.00E, to 023438.50N 1022549.35E thence a 
straight line to 022343.48N 1022724.81E, thence a straight line to 
021257.24N 1023941.29E, thence along the arc of a circle 25NM 
radius centered on VMK DVOR/DME to 021358.59N 1014952.41E, 
thence along the arc of a circle 30NM radius centered on VKL 
DVOR/DME 024328.00N 1014417.00E to 023734.30N 
1021345.64E.

2 Vertical limits Gnd Level to 6500 FT.
3 Airspace classification C
4 ATS unit callsign

Language(s)
Malacca Tower
English

5 Transition altitude 11 000 FT.
6 Remarks Nil
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DEPARTMENT OF CIVIL AVIATION MALAYSIA

APPENDIX A - 4

WMKM AD 2.19          RADIO NAVIGATION AND LANDING AIDS

Type of aid ID Frequency Hours of
operation

Coordinates DME 
Elevation

Remarks

1 2 3 4 5 6 7

NDB MC 362 KHz

H24

021229.60N
1021318.50E

- 207° MAG / 3.33 NM to 
THR Rwy 03.

50 W

DVOR/DME VMK 117.4 MHz
CH121X

021529.00N
1021445.00E

DME 
antenna 
elevation 

6.5M

ILS/LLZ IKKM 111.7 MHz 021633.74N
1021531.70E

-

GP/DME - 333.5 MHz
CH54X

021536.41N
1021454.18E

20.08 M 
65.88 FT

GP: 3° slope
DME colocated with GP

ENR 5.1 - 16

PROHIBITED, RESTRICTED AND DANGER AREAS
KUALA LUMPUR FIR, KOTA KINABALU FIR AND SOUTH CHINA SEA CORRIDOR

Upper Limits
Lower Limits

1 2 3
WMD 222
Commencing from 023719.63N 
1022641.96E, clockwise along an arc 
of a circle 10 NM radius centered on 
022833.00N 1023146.00E to 
021900.61N 1023438.10E, thence 
along a straight line to 022419.10N 
1022841.24E, thence a straight line to 
023719.63N  1022641.96E

 11000 FT ALT
  Gnd

 Air to ground Firing/Bombing Activation by NOTAM.
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